Sonos Amp Multi: Scalable Multi-Zone Performance for Professional Installation Amp Multi is an innovative multi-zone streaming amplifier that delivers high-fidelity audio with streamlined workflows, powerful tuning, and seamless integration with the Sonos system and third-party control platforms. Designed specifically for professional installers, Amp Multi extends the Sonos experience into larger, more sophisticated homes while preserving the quality and simplicity the brand is known for.

· Flexible Multi-Zone Capability: Amp Multi offers eight amplified outputs at 125 W each at 8 ohms, allowing it to drive up to 24 Sonos Architectural speakers (3 per channel). Integrators can configure the outputs in any combination across up to four independent zones, and install multiple Amp Multi units for larger-scale installations.  
· Premium Performance: Amp Multi combines highly efficient GaN power architecture with Class-D post-filter feedback (PFFB) for added accuracy, dynamic control, and thermal performance efficiency across every zone. This innovation gives clients a beautifully crisp sound system that operates silently without fans and remains stable over long periods of use.
· Fast, Predictable Setup: Each unit emits a unique audible chirp that is triggered from the Sonos app, removing the need for manual PIN entry and reducing time spent identifying hardware in the rack. The Sonos app also enables integrators to easily manage zones, sources and outputs, while homeowners are left with an experience that simply works.
· Advanced Tuning and DSP Tools: Designed exclusively for Amp Multi, ProTune offers granular control of each output including 10-band parametric EQ, gain, width control and delay offset to optimize for challenging placement and room geometry. Optimize Sonos Speakers delivers detailed DSP profiles for Sonos Architectural speakers.
· Rack-Ready Design: Built for modern racks, the 1.5U chassis paired with the dedicated 2U Rack Mount, sold separately, creates built-in ventilation space above and below each unit. This layout removes the need for additional vent panels and helps maintain clean cable management.
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Efficient Installation: Amp Multi’s flat-back design and recessed connectors allow the unit to stand upright while the Rack Mount slides into place. The entire install process requires only eight screws, making projects fast and predictable.
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Speaker outputs
8 amplified outputs independently configurable for stereo or mono

FTC Power Output rating
125W per channel @8Ω (all channels driven)

Minimum impedance
2.67Ω with Sonos Architectural speakers

Damping Factor
>400 (ref. 8 ohms, 20 Hz to 1 kHz) 

Amplifier Technology
Class D with GaN and PFFB

Total Harmonic Distortion (THD)
0.005% at 2.83Vrms-15Vrms

Channel separation (crosstalk)
-100dB at 1 kHz 2.83Vrms
-80dB at 10 kHz 2.83Vrms

Frequency response
15 Hz – 20 kHz ±0.5 dB

Signal-to-noise ratio
114dB ref 125W into 8-Ohm

ProTune
10-band parametric EQ with ±15dB gain, Q, and frequency control.
Option for high-shelf, low-shelf, and bell filter types.
Gain trim: -15 - +5 dB
Delay: 0 - 50ms
Highpass: 15-100Hz
All available on per channel basis



Optimize Sonos Speakers
When selected in the Sonos app, Optimize Sonos Speakers allows Amp Multi to recognize Sonos Architectural speakers, then applies custom tuning and DSP to provide more robust sound with a more even frequency response, optimizing system performance and ensuring stable operation.

Details + Dimensions
Dimensions (single unit)
Height: 2.52 in (64.5 mm)
Width: 17.2 in (436.8 mm)
Depth: 10.44 in (265.2 mm)

Dimensions (with 2U Rack Mount)
Height: 3.47 in (82.3 mm)
Width: 19.01 in (483 mm)
Depth: 10.44 in (265.2 mm)

Weight
11.17 lb (5.06 kg)

Color
Black

Finish
Matte

LEDs
Front: Device status
Rear: Device status, output status (x8), RJ45 status light

Power + Connectivity
Power Consumption:
5.4 W (idle, with WiFi disabled)
180 W (all channels driven at 1/8 output power, 8 Ohms)





Power
Auto-switching 100-240V 50/60 Hz 10A AC universal input

Wired Networking Interface
100BaseTX, Ethernet RJ45

Wireless Networking Interface
Compatible with WiFi 6. Connect to Wi-Fi with any 802.11a/b/g/n/ac/ax 2.4 GHz/5 GHz broadcast-capable router

Analog Audio Input
2 x RCA inputs -10dB (stereo into one zone)

USB-C Analog Audio Input
44.1 kHz / 16 bit (stereo into any zone)
Requires Sonos Line-In Adapter

Subwoofer Connections
1 x RCA output -10dB (configurable to output from one zone), and 1x Sonos Sub per zone

Direct Streaming Formats: 
Apple AirPlay 2, Spotify Direct Control, and more.  

CPU
Quad Core 4xA55 1.9GHz

Sonos Banana Plugs
Set of eight (8)

Documentation
Quickstart Guide and legal/warranty information


Requirements
Speakers
Passive speakers required for audio output

Internet Connection 
Ethernet connection or WiFi
Ethernet needs Category 5 (CAT5) cable or higher
 
Power Source
Electrical outlet

Sonos App
The latest generation of the Sonos app running on a compatible device 

Availability
Available exclusively through professional installers in the coming months in the United States, Canada, Mexico, Colombia, United Kingdom, Ireland, Germany, Austria, Switzerland, Poland, France, Italy, Spain, Netherlands, Belgium, Luxembourg, Sweden, Denmark, Norway, Finland, Portugal, Greece, Cyprus, Eastern Europe, Morocco, South Africa, Israel, Egypt, United Arab Emirates, Kingdom of Saudi Arabia, Australia, New Zealand, Singapore, Hong Kong, and Japan. China and India to follow.
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